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Features/Benefits
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Patented Digi RealPort®
technology for COM or TTY
port control and management

Switch selectable
EIA-232/422/485 for simple
interfacing to any type of serial
device

Easy configuration through the
web interface (HTTP)

Monitoring and diagnostics
utility for simple and efficient
device monitoring and
troubleshooting

Advanced features including
DHCP, SNMP, PPP and Modbus
RTU/ASCII

Optional integrated V.90
modem

www.digi.com

Digi Flex

Device Server

The Digi Flex is a versatile two-port
device server that provides routing and
firewall capabilities in addition to
universal serial device connectivity. The
Digi Flex is ideal for applications where
remote monitoring of networked devices
by analog telephone lines is needed.

Overview

The Digi Flex device server delivers simple, reliable and cost-effective network connectivity for
all your serial devices. Digi’s device server products address the growing need to connect
individual devices to the network over industry-standard Ethernet connections in many
applications -- especially in the building automation, retail/point-of-sale and medical markets.

The Digi Flex provides routing functionality including RIP I and II, Embedded firewall, static
routing, as well as an optional integrated internal V.90 modem.

These features make the Digi Flex an ideal solution for remote monitoring of networked devices,
pipelines and other serial devices by analog telephone lines.

Digi International, the leader in Connectware, makes device networking easy by manufacturing
products and technologies that are cost-effective and easy to use. With over 20 million ports

shipped worldwide, Digi has been offering the highest levels of performance, flexibility, and
quality since 1985.
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Features/Specifications

FEATURES

POWER
REQUIREMENTS

e Connects to 10 Mbps Ethernet
LAN

e Telnet, Reverse Telnet, Rlogin
and auto connect support

e Password access

e Supports DHCP and RARP
allowing for easy IP
configuration

e PPP

Digi Flex
e Ships with 110-230Vac, at 5Vdc
Digi Flex DC

e 9-30Vdc @.5 Amps max with
Phoenix terminals and no
power supply

ENVIRONMENTAL

e SNMP management

e Patented Digi RealPort
technology for COM
and TTY ports

e RemoteCom management
software for
Windows 95/98/NT/ME/2000
environments

e Ambient temperature:
5°C to 55°C (41°F to 131°F)

e Relative humidity: 5% to 90%
(non-condensing)

DIMENSIONS

e Upgradeable firmware
e Full modem and hardware flow
control

e Mux mode for operating in
multi-master and broadcast
messaging environments

e RADIUS

e Routing functionality including
RIP I and II, Embedded firewall,
and static routing

e 9 -30Vdc power input option

e DB-9F serial connectors

o EIA-232/422/485 switch
selectable on both ports

e Support internal V.90 modem
via optional model
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MODEL................oot. PART NUMBERS

e length: 6.3 in. (16 cm)
e Depth: 3.35in (8.5 cm)
e Width: 1.1 in. (2.8 cm)
e Weight: 7.2 0z (204.1 g)

Model North America

Digi Flex (110-230 VAC) 70001808

Digi Flex with integrated modem (110-230 VAC) 70001869

Digi Flex DC (9-30Vdc with Phoenix terminals) 70001860
Digi Flex DC with integrated modem (9-30Vdc) 70001868

DIGI SERVICE AND SUPPORT

International
70001809
Not Available
70001860
Not Available

REGULATORY
APPROVALS

e FCCPart 15, Class A
e EN55022, Class A

e AS3548

e EN55024

e EN 60950

e UL1950

e (SA22.2 No 950

e VCCI

OPERATING SYSTEMS

Digi Flex using RealPort
e AIX

e HP-UX

e Linux

e Microsoft® Windows XP®
e Microsoft Windows 2000°
e Microsoft Windows NT®

e Microsoft Windows 98/ME
e SCO® OpenServer™

e SCO UnixWare™

e Solaris™ (Intel)

e Solaris (SPARC)

e TCP/UDP socket services are
operating system independent

Digi Flex using Remote COM
e Microsoft® Windows 95/98/ME
e Microsoft® Windows NT/2000

Power input WAN line  Ethernet

DB-9M connectors

You can purchase with confidence knowing that Digi is here to support you with expert technical support and a strong five-year warranty.
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